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Together in Motion

SWAGED FITTING

[FLI® 30 18 6 12 105 10 15 40 16 10
FLT8 55 33 8 15 140 14 2 53 21 14
FLT10 85 51 10 18 170 16 2 62 24 16
[HET2 120 2 12 23 205 20 25 75 30 20
FLT 14 165 99 14 30 239 24 3 88 36 24
FLT16 220 132 16 30 202 27 3 99 4 27
FLT 18 280 168 18 37 303 30 35 109 46 30
FLT 20 345 207 20 37 335 33 35 19 50 33
FLT 22 415 249 22 40 372 36 3 135 55 36
FLT 24 495 297 24 47 399 36 = 140 55 36
FLT 26 585 351 26 47 436 42 3 156 65 42
FLT 28 675 405 28 53 463 42 3 161 65 42
FLT 30 775 465 30 61 495 45 3 172 70 45
HOrer 885 531 32 61 526 48 3 181 75 48
FLT 34 1000 600 34 67 561 52 3 194 80 52
FLT 36 1120 672 36 67 587 52 3 199 80 52
FLT 38 1250 750 38 74 621 56 4 21 85 56
FLT 40 1385 831 40 74 654 60 4 223 90 60
FLT 42 1530 918 42 80 688 64 4 235 95 64
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d., Max Strand Diameter
N, Characteristic Breaking Strength (1) Characteristic Breaking Strength F, = N, (2) DesignResistance Fp, = (F, /15) /Yy Fay=Ng,

For European Standard EN 1993--11: Y, =10
N Design Resistance Upon request, we can suggest the effective diameter and the breaking strength of the cable for the specific project



